
Funktransmitter
Wireless transmitter

Mode of operation Funktion
- wireless communication between VCU (valve control  
  unit) and decoders
- can open or close the valves and start or stop  
  individual irrigation cycles
- shows a list of all valves that are currently in operation
- simple, self-explanatory 5-key control unit
- 3-line LCD display for menu navigation and user 
  support
- automatic synchronization of the valves

- Drahtlose Kommunikation mit VCU (Ventilsteuerein-
  heit) und Decodern
- Öffnen und Schließen der Ventile, Starten und  
  Stoppen einzelner Beregnungsprogramme
- Liste mit Anzeige aller aktiven Ventile
- Einfache, selbsterklärende Bedienung mit nur 5 Tasten
- 3-zeiliges LCD-Display zur Menüführung und  
  Bediensupport
- automatische Synchronisation der Ventildaten

Wireless connection Funkverbindung
- no licence required in European countries
- transmission range of up to 1 km possible on 
  leveled ground
- in hilly landscapes the transmission range can be 
  extended at will by means of repeaters located in   
  the field 

- In allen europäischen Ländern keine Funklizenz 
  erforderlich
- Bei ebenem Gelände Reichweite bis 1 km möglich
- bei schwierigem Gelände Reichweite beliebig  
  erweiterbar mittels im Feld angebrachter Repeater
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